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AVIATION POLICY AREA: N/A
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8400 BALTIMORE AVENUE, SUITE 375
COLLEGE PARK, MD 20740
240.487.3590
ATTN.: BRENDA ALEXANDER
17. EXISTING UTILITIES ARE SHOWN BASED ON A FIELD SURVEY. THE CONTRACTOR SHALL CONTACT MISS
UTILITY FOR LOCATION OF UTILITIES. CALL 8-1-1 OR 1-800-257-7777 OR LOG ON TO WWW.CALL811.COM
OR WWW.MISSUTILITY.NET 48 HOURS IN ADVANCE OF ANY WORK IN THIS VICINITY.
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Montgomery County Department of Parks

AUGUST 2008

TIMBER EDGE - TYPE Il
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Montgomery County Department of Parks

Detail No.

JUNE 2007

PLAYGROUND SAFETY SURFACE
SEE DETAIL 7

BOTTOM OF PLAYGROUND SAFETY
SURFACE SLOPING WITH PLAYGROUND
INVERT INTO STONE RESERVOIR SHALL
MATCH 4" PERFORATED PIPE INVERT.

PLACE WOOD PLUG WITH
EXTERIOR GRADE GLUE

gl L ,ﬁ TIMBER EDGE (TYPE I)
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6" PERFORATED PVC SCHEDULE 40 PIPE IN

STONE OVERFLOW RESERVOIR ALONG EDGE
OF PLAYGROUND, TRANSITIONING TO SOLID
PVC SLOPED AT 1% MINIMUM TO DAYLIGHT AT

4" #7 WASHED STONE (TYPICAL)

2" ASTM C-33 SAND

SCARIFY SURFACE OF UNDISTURBED
SUBGRADE 3" PRIOR TO SAND PLACEMENT

SECTION

NOTES: N.T.8.

1.0UTFALL PIPE TO BE SOLID, NOT PERFORATED, FROM END OF STONE RESERVOIR TO DAYLIGHT AT
EXISTING GRADE.

2 PERFORATIONS SHALL BE 3/8" DIAMETER AT 6" ON CENTER EVERY 90 DEGREES ALONG PVC
SCHEDULE 40 PIPE IN STONE RESERVOIR.

3.PROVIDE 6" MINIMUM COVER OVER STONE OVERFLOW RESERVOIR.

"FIBAR" DRAINAGE SYSTEM (OR EQUAL) @

-EVEL VARIES

OVERFLOW UNDERDRAIN FOR PLAYGROUND

3 The Maryland-National Capital Park and Planning Commission
Montgomery County Department of Parks

Detail No.

JUNE 2011

6"'X8" TIMBER

WOOD FIBER
SURFACE

SCALE: 1/4"=1'-0"

CUT AT 3:l SLOPE
TO MEET ASPHALT
PATH ELEVATION

4 TIMBER EDGE TREATMENT AT CONCRETE PATH

NOTES:

. ALL PIPE CONNECTIONS TO HAVE 45 BENDS.

2. FOR LAYOUT OF TIMBER SEE

SHEET 5.

3. TT SHALL MEAN TOP OF TIMBER.

PROFESSIONAL CERTIFICATION:

STAINLESS STEEL WEDGE ANCHOR

CONCRETE PATH

| HEREBY CERTIFY THAT THESE

DOCUMENTS WERE PREPARED OR
APPROVED BY ME, AND THAT | AM A DULY
LICENSED PROFESSIONAL ENGINEER
UNDER THE LAWS OF THE STATE OF

MARYLAND LICENSE NO. 19344,
EXPIRATION DATE: 8/25/2021.
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